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Graphtec Video Training is a comprehensive series of instructional videos that are 
key to understanding the capabilities of the CE8000-ASF Auto Sheet Feeder. 
Advanced Features and Optional Accessories are also demonstrated in 
depth, so you can be fully trained and ready to boost productivity by
mastering all the capabilities of this versatile Sheet Feeder and Cutting Unit. 

UNIT ITEM   

Supported Standard  
Sized Media (Loaded in portrait orientation)  

  
 

Programable Resolution 

  
 Power Source From the CE8000
 Operating Environment 
  Humidity: 35 to 70 % RH (non-condensing)
 Dimensions Table Edge Mount:  Tray at 45° angle 

 26.65" x 48.43" x 12.83"  

Desktop Flat Mount: 
26.65" x 53.54" x 12.83"

The CE8000-40 is placed on the edge of the table 
Refer to the illustration

   
  
  
  
  
  
 Weight Total: 54.67lbs  | Cutter: 24.25lbs | Auto Feeder Unit: 15.87lbs

Paper Output Tray: 13.23lbs

Digital Cutting Software

Conditions Settings Dual Con�guration - 2 User / 8 Separate Condition Settings

Supported Media Up to 350 g/m 2

  (Grams of media that can be handled 

  by the automatic feeder unit )

 

Capacity of Exit Tray Up to 150 sheets or up to 1.125” height

  

(Varies by the material, thickness and condition of media)

LCD Display

 Barcode \ DataLink YES

 Compatible Standards

  AC adapter : UL, cUL, CE mark, FCC, PSE, CCC

Supported OS Mac OS 10.13 / Windows 10, 8.1, 7

Design Software
Plug-ins

Cutting Master 5 Plugin for Adobe Illustrator 24 / Mac & PC 
CorelDraw Studio 24 and above for PC only . 
Stand alone application Graphtec Studio 2 / Mac & PC

  
  

Cutting Speed Max. 24”/s (600mm/s)  in all directions
Acceleration 2

Cutting Force Max. 450 gf  (4.41 N) with CE8000-40
Interface USB 2.0 • Ethernet 10BASE-T / 100BASE-TX • Wireless LAN*
Power Source 100 to 240 V AC
Power Consumption Up to 100W
Compatible Standards

DESCRIPTION

Max. 21.2 m/s   (2.2G) at 45º direction  

Main body : cNus(UL / cUL), CE mark, FCC

Touch Panel Screen (240-dot X 128-dot)

UL, cUL, CE mark, RoHS Directive

Temperature: 50 to 86º F

8.5” x 11” / 11” x 17” / 12” × 18”  and 13” x 19“

GP-GL TM mode: 0.1/0.05/0.025/0.01mm 
HP-GL *3:0.025mm

26.65”
33.07” 18.5”

15”
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SPECIFICATIONSCE8000-ASF

*OPTIONAL ACCESSORY

48.43”

12.83”

18.5”

15”

33.07”

Table / Desk

Output Tray




