
APPLICATIONS
• Outdoor / Indoor Advertising
• Construction Site Signs
• Event Graphics
• Retail Signage
• Short Term Signs
• Pole Banners (Street Signs)

PHYSICAL PROPERTIES

140 gsmBasis Weight
Finish Matte

Caliper Thickness 11 mil

Opacity 96%
Whiteness 120

3906
TB2
11 mil Matte Tyvek Banner

ADVANTAGES
• Tear, Puncture, Water, Fade, & Scratch Resistant Coating
• Can Be Grommeted & Welded
• Excellent Print Performance
• Exclusive Magic® Matte Coating
• Durable Tyvek® Base Material
• Short Term Outdoor Durable
• Excellent Print & Ink Adhesion
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INK COMPATIBILITY

STANDARD SIZES

3906 TB2 is an 11 mil indoor/outdoor Tyvek® 
banner featuring a subtly textured, bright white 
surface with a smooth matte finish. This durable 
banner material offers excellent print 
performance with excellent ink adhesion, 
rich black density, and vibrant color. 

It is water, fade, and scratch-resistant, making it 
ideal for short-term outdoor use. Compatible 
with Aqueous, Latex, and Solvent printers, this 
Tyvek® banner is versatile for applications such 
as fence banners, hanging banners, and 
construction signs.

Item # 390600001533 - 24”x60’ - 3” core
Item # 390600002433 - 36”x60’ - 3” core
Item # 390600002933 - 42”x60’ - 3” core
Item # 390600003733 - 50”x60’ - 3” core
Item # 390600004533 - 60”x60’ - 3” core


